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E2 Type
Self Lubrication Kit

2-13 E2 Type - Self lubrication Kit for Linear Guideway
2-13-1 Construction of E2 Type

E2 salf-lubricating linear guideway contains a lubricator between the end cap and end seal. Qutside of the block is
equipped with a replaceable oil cartridge, the configuration of which is listed below.

Lubrication oil flows from the replaceable oil cartridge to the lubricator and then lubricates grooves of rails. The Qil
cartridge comprises a oil conductor with 30 structure that enables the lubricator to contact oil despite that blocks are
placed at 3 random position , and thus the lubrication oil inside the oil cartridge can be used up via capillary action.
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Configuration of the self-lubricant acessory End Seal —+
@ 1. 0il cartridge © 4 Connector )
@ 2. Cartridge cover @ 5. Lubricator End Cap
@ 3. 0il conductor

2-13-2 Feature of E2 Type

[1] Cost reduction: Save costs by reducing cil usage and maintenance.

able 2-13-1
Item Standard Block EZ [Self-lubricant] Block
Lubricant device $ X -

Design and installation

of lubricant device = .
0.2cc/ hrx 8hrs [ day x 280 days [ year x Syear 10 ccl5 years10000km] x cost/cc
Cost of oil purchase =3360 cox costf co= 5 XXX =5XX
Cost of refillin 3-5hrs / time x 3-5times | year x Syear x cost [ time
=% XXX
Waste oil disposal 3-5 times [ year x Syearx cost [ time = XXX -

[2) Clean and environmentally friendly: Optimized oil usage prevents leaking, making it the ideal solution for clean
working environments.

[3] Long lasting and low maintenance: Self-lubricating block is maintenance free in most applications.

[4] Mo installation limitations: The linear guideway can be lubricated by E2 self-lubricating module irrespective of
mounting directions.

[3) Easy to be assembled and disassembled: The cartridge can be added or removed from the block even whan the
guideway is installed on a machine.

[8] Different oils can be celected: The replaceable oil cartridge can be refilled with any approved lubrication oil
depending on different requirements.

[7] Applications for special environments: Sealing grease into the block leads to better lubrication effects, especially
in dusty, dirty, or wat environments.
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2-13-3 Applications

[1] Automation machinery

[Z] Manufacturing Machines : Injection molding machines, printing, paper making, textile machines, food processing
machines, wiood working machines, and soon.

[3] Electronic Machinery : Semiconducter equipment, robotics, X-Y table, measuring and inspecting equipment.

[4] Others : Medical equipment, transporting equipment, construction equipment.

2-13-4 Specification
[1] Add “f E2" after the specification of linear guideway
Ex. HGW2SCC2ZR1600ZAPI + 77 f E2

2-13-5 Lubrication Capability
[1] Life testing with light load

HEW25CC [ Mo Lubrication E'] 100km

15% of ail b

HGW23CC [ With E2 censumption \ \ more than 10000km™
Okrn 1000km 5000k 10000km

*Depending on different specifications Service Lifelkm]

Tzble 2-13-2 Test condition
Model Mo. HGW25CC
Speed £0m | min
Stroke 1500mm
Load 500kgf

[2] Characteristic of lubricating oil
The standard oil is a fully synthetic lubricant with a main constituent, synthetic hydrocarbons [PAD). The viscosity class
of the oil is 480 (IS0 VE680]. Its characteristics are as follows.

@ Compatible with lubrication grease of which the base oil is synthetic hydrocarbon oil, mineral oil or ester oil.

©  Synthetic oil with superb high temperature thermal/oxidation resistance.

< High viscosity index to provide outstanding performance in service applications at extremely high and low
temperatures.

@ Lowtraction coefficient to reduce power consumption.

@ Anti-corrosion and rust-proof.

# Lubricants with the same viscosity class can also be used; however, their compatibility should be taken
into consideration.

2-13-6 Temperature Range for Application

Mot for high heat environments exceeding 50°C and lower than -10°C. Please contact with HIWIN for further
discussion and information if the temperatura is out of this rangs.
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2-13-7 Dimension Table for E2 Type

(1] HG Series

Model No.

HG15C
HE20C
HG20H
HG25C
HG23H
HGI0C
HGI0H
HEG15C
HE15H
HG&SC
HG45H
HE33C
HG55H
HG&5C
HiG&5H

©
]

E2 self-lubricating module dimensions

32.4

43.0

970

121.0

Mota : Tha marking of °[

(2] EG Series

H
19.5

244

285

35.0

385

490

5.5

£2.0

Model Mo.

EG155
EG15C
EG IS
EGHIC
EG155
EG2I5C
EG105
EGIOC
EG135
EGI5C

E2 self-lubricating module dimensions

413

473

59.3

48.0

Mota : Tha marking of °[

H

187

20.%

249

31.0

33.5

|” danotes tha maximum bBlock Lamgth with scraws, lips of and scals, atc.

T = —
= =
— —
| i
L
T v
55 Iz DD
125 30 75.4[75.8] 82.5(82.7] 8200822
125 s 93.594.4] §7.5(98.5] 98.5(99.4]
) i 108.2 [109.1] 12.2(13.2] 1132114
s s 100.0[100.51 1040010500  105.0(105.3]
’ i 120.6 [121.1) 124.6[125.6] 125.6 [126.1)
s s 1125 11359 120.40121.8] 12030213
’ ' 135.5 1355 153,46 N64.4] 143301443
125 s 1275 [128.9] 135.4135.4]  135.30138.3)
’ i 153.7 [154.7] 161.2 162.2] 1611 [1&2.1)
6 a5 157.2 157.2) 166.5 [166.5] 167.2167.2)
= 189.0 (185.0] 198.301983)  199.0019%.0]
60 is 183.5 [183.5) 193.6 [193.6] 194.30194.3)
= 2220022200  ZRTI231T] 232402324
o, ‘s 922192 22472257 228.2(228.3)
= 278.60278.6) | 2B&1[2841]  287402874)
I” denotes the maximum block langth with acraws, Lips of and =sals, atc.
L
e
—I .
o ||| @
X '= E|
=
L
T v
55 Iz 1]1]
ns 10 54.4[55.8) 54.2 |58.4] 58.6[59.8]
’ i .3172.5) T29(751] 75.3 (74.5)
64.0([68.0) &7.6 (70.6) T0.0(72.00
13.0 20
83.1 [871) 84.7 [B9.7] 891 [1.1]
751 1771) 771(801]) 751 [81.1]
13.0 30
93.4[100.8]  100.6 [102.5) 102.6 [104.8)
B5.5(R7.5 8750905 85.5(91.5
12.0 20 (87.5) 30.5) (515
1141 (116.1] 116.1(1191] 118.1 1201
#1.0([93.0] 4.0 197.0) #5.0(97.0]
13.0 20
124.0[126.00  127.0 (130.0) 128.0 [130.0]

KK
89.1 (89.3]

102.5 [103.5]
1n72 182
1090 [110.0]
1296 [130.5)
127.8 (128.8]
1508 (151.8]
142.8 [143.8)
168.6 [149.6)
176.5 [176.5]
208.3 (208.3]
204.0 [204.0
2421 [242.1)
233.7 (2337
2931 12931)

KK
£0.2 [62.4)
T6.91721]
T1.6 [T4.6)
90.7 [#3.7
811 [84.1]
1046 [107.8)
1.5 [94.5]
120.1 [123.1)
%8.0 (101.0)
131.0 [134.00



(3] RG Series

Model Mo.

RG13C
RGIOC
RGI0H
RG25C
RG25H
RGIOIC
RGIOH
RG35C
RGI5H
RG&SC
RG&SH
RGS5C
RGIS3H
RG&SC
RG&SH
Neta : Tha mark

w
33.0

3.4

46.8

58.8

58.8

3.8

7.5

121.7

ing of 7|

(4] QH Series

Model No.

QH15C
QHZIC
QHZO0H
QH25C
QH25H
QHIIC
QHIOH
QHISC
QHIFH
QH45C
OH45H

}_._.'—__.'_

W

w

324

430

38.0

58.0

820
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E2 self-lubricating module dimensions
L
H T L)
55 17 i]1]
19.2 125 35 8£.0 [B5.2) 86.0 [88.2) 88.4[B9.6)
- - - 102 (103.2) 1040 106.2]  106.4(107.8)
122 123.2] 124.0126.2) 126.4127.6]
114.% [114.7] 116.9 [119.9] N3N
292 13.5 35
131.4 [133.2] 133.4 136.4] 135.8 137.8]
126.8 [128.4] 129.8 [132.8] 131.6 133.4]
349 13.5 3.5
148.8[130.6)  151.8[15£.8]  133.6 [155.4]
141 [143.7] 144.00146.0) 146.0(148.7)
40.3 13.5 3.5
168.5 171.2] 1715017550  173.5[176.2]
1737 175.3] 176.7 [180.7] 180.% [182.5]
50.2 14.0 4.5
2075(2091] | 210.5([2145) 2147 0216.3)
204.2[205.8] 2072[211.2] 2m.sl213)
58.4 16.0 4.5
252.5(2541) | 255.5([25%.5] 259.7(261.3)
2525(254.5] 255.5([2605) 261.3([283.3)
761 14.0 4.5
3155([317.5] 3185032351 3243([326.3)
I” denotas the maximum block length with scraws, lip= of and ssals, atc.
L
7
:
a)|| = @
T = —
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E2 self-lubricating module dimensions
L
H T v
55 7 1]
19.5 12.5 3.0 75.4 [75.8) 82.2(827] 82.0(82.2]
93.1 (952 97.2[78.5] 98.1(9.2)
244 135 35
10780085 1119011320 112801139
100.2[101.5) 1047010600  105.2[106.5)
25 135 35
120.80122.1) 125.3126.86] 125.80127.1]
129011351 120102140 120302130
350 13.5 35
1359013590 1431145480 143.3[144.3)
1223012971 133.5[135.00 134.3134.7]
385 16.0 35
135.1[155.5) | 159.30157.8]1  1&0.1 [150.5)
158.3[158.3) 163.7[163.7) 145.5[145.5]
£2.0 16.0 4.5
190.1 190.1) | 19550195580 197.301973)

Mota : Tha marking of °[

I” denotes tha maximum black langth with scraws, lips of and scals, atc.
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KK
0.4 [92.4]

108.4 [110.8]
128.4 [130.6)
121.3[124.3)
137.8[140.8]
134.6137.6)
156.6 [159.6)
149.0[152.00
176.5[180.5]
183.9 187.9]
277122171
214.4[218.4)
2627 266.7)
2643 [269.3)
227.30232.3]

KK
868.8 [89.3]

102.2(103.5)
116.2[118:2)
109.7[111.0)
130.3[131.8)
127.50128.8]
150.5[151.8]
138.5(13%.0)
1643 [164.8)
170.9[170.9)
202.7[202.7)
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(5] QR Series !
- v -
F
f @
T | -
fa—
- y
E2 self-lubricating module dimensions
Model Ma. L
L H T v
55 z DD KK
QR 20C 43 4 242 12.5 3.3 102.0 [103.2] 104.0 [106.2] 106.4 [107.4) 108.4 [110.4]
QR 25C 114.9 116.7] 116.9 [119.9] 1%.3 121.1] 121.3[124.3)
L6.B 292 13.5 3.5
QR 25H 1299 131.7) 131.2 134.9] 134.3 134.1] 136.3139.3]
QR 30C 1246.8 [128.48) 129.813z.8) 131.6 133.4) 134.6 [137.6]
588 349 13.5 3.5
QR 30H 148.8 [150.4] 131.5 [154.8] 153.4 [155.4) 156.6 [159.46]
QR 35C cas 0.3 125 1= 141.0 [143.7] 1£4.0 [148.0] 144.0 [148.7) 14%.0 [153.0]
QR 15H ’ ’ ’ ) 168.5 [171.2] 171.5 [175.5) 173.5 [176.2) 176.5 [180.5)
QR 43C 173.7175.3) 176.7 [180.7] 180.9 [182.5] 1839 187.9]
838 50.2 16.0 4.5
QR 45H 2075 [209.1] 210.5 [214.5] 2146.7 [216.3] 1771217
Mote : The marking of *[ T danofas the maximum block langth with screws, Lip= of and =sals, atc.
|4] QE Series L
W
W T

L

11111

E2 self-lubricating module dimensions

Model Mo. L
W H T v
55 2z oD KK
QE15S 133 197 s 20 546 [56.0] 54.6 |58.8) 58.4 (4000 406 [62.8]
QE1SC 71.3(72.7] 73.3175.5) 75.3 (7671 Tra[79.5]
QES 560 [68.0] 48.0171.00 70.0([72.00 7210 (75.0]
413 209 13.0 3.0
QE2C 85.11087.1] 871 190.1] 891[91.] 911 [94.1]
QE255 761 [77.8] 78.1181.1) 81.1 [82.8) 83.1(85.1]
47.3 259 13.0 3.0
QE25C 99.60101.3) 101.6 [104.4] 104.4 [106.3) 1056 [109.5]
QEINS B35 [B5.4] 85.5 (8.5 88.5(90.4] 90.5 [93.5]
59.3 3.0 13.0 3.0
QE}C 1121 (140 1141 M17.1) 171 (119.00 1me10221
QEJ}SS S2.0[e4.0) 95.0 198.0| 96.0(98.0] 900020
58.0 35.5 13.0 3.0
OEISC 1240 125.0] 1270 (130.0) 128.0 130.0] 131.0134.0)

Mota : Tha marking of *[  |” danotes tha maximum block langth with scraws, lips of and ssals, atc.
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